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GCX Mounting Assembly Operation/Installation Manual 
Dräger Model Cicero EM® with Siemens SC9000 Patient Monitor with CPS 

 

 
 
 
 
 
 
 
 
 
 
 
 
 
 

Patient Monitor – Left Side on Pivot Arm  /  Power Supply on Right Side 
 

The purpose of these instructions is to: 
 

 1.  Describe attachment of GCX mounting hardware to the Cicero EM anesthesia machine. 
 2.  Describe attachment of the Siemens monitor to the GCX mounting hardware. 
 

WARNING:  USE OF MOUNTING HARDWARE AND MONITORING COMPONENTS OTHER THAN THOSE 
    DESCRIBED IN THIS DOCUMENT MAY RESULT IN SERIOUS INJURY DUE TO TIPPING OF THE  
    ANESTHESIA MACHINE. 
 

Installer:  When installation is completed, provide these instructions to the end user for future reference. 
 
 
INSTALLATION 
 

Tools Required:  Philips head screw driver, Hex key (incl.). 
 

Mounting the Channel to Cicero EM 
 

Parts Required: 5.2" Channel, M6 x 16 mm FHMS screws (2). 
 

1)  Attach the Channel by running the (2) M6 x 16mm FHMS through the Channel, through the Shim, and into the 
 threaded inserts in the upper left side of the Cicero EM. 
 
 
 
 
 
 
 
 
 
 
 
 
 

5.2” Channel 

M6 x 16 mm FHMS (2) 
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Install Pivot Arm 
 

1)  The Slide has (2) ¼-20 x ¾” SHSS set screws that, when tightened, secure the Arm at the desired location  
 within the Channel. 
2)  While supporting the bottom of the Arm with one hand, guide the Slide (at the rear of the arm) into the top  
 of the Channel. 
3)  Once the Arm is completely in the Channel, tighten both set screws using the supplied 1/8” (3 mm) hex key. 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
Prepare M Series Arm 
 

1)  Install the Tilt Limiting Stop screw. 
 
 
 
 
 
 
 
 
Slide Pick & Go Base into Mounting Plate 
 

1)  Align the mounting adapter located at the bottom of the Pick & Go base with the edge of Mounting Plate.  Slide the 
 Pick & Go base into the plate until it stops at the Spring Plunger (located below the Mounting Plate).   
 Pull the Spring Plunger and continue to slide the base until the mounting adapter engages the Spring Plunger.  Tighten  
 the (4) nylon thumb screws on the back of the Mounting Plate. 
 
 
 
 
 
 
 
 
 
Install Siemens Power Supply Mount (Siemens P/N:  4720095) 
 

1)  Install according to the instructions included with the mount. 
 
Insert Power Supply 
 

 
 
 
 
 
 
 
 
 
 

Slide 

5/16-18 x ½” SHCS (1) 
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INSTRUCTIONS FOR USE – M Series Pivot Arm 
 
Pivot 
 

1.  To pivot the Arm (near the wall), simply push on the side of the Arm or mounted device. 
2.  To adjust the pivot tension at the Slide, use a ½” (or 13mm) socket driver to tighten or loosen the Pivot  
 Tension Bolt to obtain the desired tension. 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
Swivel 
 

1)  To rotate the device simply push or pull the corners of the device. 
2)  To adjust the swivel tension, use a ½” (or 13mm) socket driver to tighten or loosen the Swivel Tension Adjustment Bolt  
 located under the front end of the Arm. 
 
Tilt 
 

1.  Grasp the top and bottom of the device and tilt it to the desired angle. 
2.  To adjust the overall tilt tension, evenly tighten or loosen the (2) #10-32 x 5/8” SHCS Tilt Tension Adjustment Screws  
 using the supplied 5/32 (4 mm) hex key. 
 
 
 
 
 
 
 
 
 
 
 
 
Cable Management 
 

1.  An open cavity beneath the arm with flexible cable covers manage cables going to and from the front and rear of the  
 arm. 
 
 
 
 
 
 
 
 
 
 
 

Flexible Cable Covers

Pivot Tension Bolt

Swivel Tension Bolt

Pivot Arm 




