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Information System Component 
Fixed Height Wall Mounting Solutions Flush (fixed) Mount for Flat Panel Displays

FLP-0001-10
•	� Ideal for flush mounted applications with limited space
•	 Provides 1.6"/4.1 cm clearance from the wall
•	 No swivel or tilt capability
•	 VESA®FDMI™ 75/100 mm compatible
NOTE: �No swivel or tilt capability 

Channel sold separately

M-Series Flush Mount for Flat Panel Display
FLP-0009-04
•	� Flush mount permits mounting in areas with limited  

clearance and/or space
•	 Provides 5.3"/13.3 cm clearance from the wall
•	 VESA®FDMI™ 75/100 mm compatible
•	 Tilt mechanism maximum load: 30 lbs/13.6 kg  
NOTE: Channel sold separately

M-Series 8"/20.3 cm Pivot Arm for Flat Panel 
Display 
FLP-0009-01 

M-Series 12"/30.5 cm Pivot Arm for Flat Panel 
Display
FLP-0009-02 

M-Series 16"/40.6 cm Pivot Arm for Flat Panel 
Display
FLP-0009-03
•	� Pivot Arm offers swivel/tilt adjustments and two (2)  

pivot points for lateral adjustability
•	� Features range of motion from flush to full  

extension, and cable management
•	 VESA®FDMI™ 75/100 mm compatible
•	 Tilt mechanism maximum load: 30 lbs/13.6 kg
•	 Total arm maximum load: 60 lbs/27.3 kg
NOTE: Channel sold separately

M-Series 8 x 8"/20.3 x 20.3 cm  
Articulating Arm for Flat Panel Displays
FLP-0009-05

M-Series 12 x 12"/30.5 x 30.5 cm  
Articulating Arm for Flat Panel Displays
FLP-0009-06

M-Series 8 x 12"/20.3 x 30.5 cm  
Articulating Arm for Flat Panel Displays
FLP-0009-10
•	� Articulating Arm offers swivel/tilt adjustments and 

three (3) pivot points for lateral adjustability
•	� Features range of motion from flush to full extension,  

and cable management
•	 VESA®FDMI™ 75/100 mm compatible
•	 Tilt mechanism maximum load: 30 lbs/13.6 kg
NOTE: Channel sold separately

Pivot Arm permits lateral positioning for 
optimal viewing. Provides tilt and swivel 
adjustment to obtain desired viewing angle. 
Cable management below arms and in the 
channel. Height adjustable based on  
channel length.

Articulating Arm permits lateral positioning 
and additional extension for optimal  
viewing. Provides tilt and swivel adjustment 
to obtain desired viewing angle. Cable  
management below arms and in the  
channel. Height adjustable based on  
channel length.

Flush Mount permits mounting in areas 
with limited clearance and/or space. 
Provides tilt and swivel adjustment  
for optimal viewing angle. Cable  
management in the channel. Height 
adjustable based on channel length.

M-Series™ Flush – Adjustable

M-Series Pivot Arm M-Series Articulating Arm

Flush Mount permits mounting in areas 
with limited clearance and/or space. 
Cable management in the channel. 
Height adjustable based on channel 
length.

Flush – Fixed


